
Status, HISCO Harker'sIsland Wastewater System(s); 10/31/2017 

Source Initial Permit Authority, Facilities Breakdown (Total) 

Constructed_ 

Operational 

Under 

Total Flow 

Allocated or 

with 

Application 

Pending 

Construction from HISCO 

Harkers Point/Harkers Village Subdivisions CCHD/DHHS 90 Lots (27 3-bed and 63 4-bed units) 64 Operating 21,600 
) HISCO Phase I/West Bay Service Areas DEQ 48 Lots (3-bed units) V 21 Operating st 17,280 
i Cape Point Subdivision DEQ 25 Lots (4-bed units) 1 ',/12,000 
) NPS Visitors Center DEQ Visitors Center Operational 2,800 
' RV-Park CCHD/DHHS/DEQ 123 Lots (62 Standard; 61 Park Model) 80% Operational 20% 12,320 

Fish Hook Restaurant DEQ 40 Seats Operational 1,600 
1726 Island Road DEQ 2-bed unit Operational 240 
212 Island Road CCHD 3-bed unit 1 360 
Misc. Island Road Allocations Reserved By 

HISCO 

No Applications Yet 
Received 5 Connections (3-bed units) 1800 

Park Service, pending application Applied to CCHD 

5 homes; 12 RV Lots; 

Maintenance Facility, 10 employees 2410 
LDS Church, pending application Applied to CCHD 200 Members w/Kitchen 1000 

Total 73,410 

"Excess" Un- . 

6,750 

allocated 

Capacity) 

Approved Total Capacityi 

Harkers Village 

(CCHD/DHHS) 60,000 
West Bay (DEQ) 20,160 
Total 80,160 

Existing Constructed Capacity: 

Harkers Village 40,000 GPD 
West Bay 10,080 GPD 

Actual Wastewater Flows: 
	

2017: Peak Month (July): 8,835 gpd, mean; 19,000 gpd, max; 16,000 gpd, mean, top 3 days 

2016: Peak Month (July): 9,877 gpd, mean; 16,000 gpd, max; 15,567 gpd, mean, top 3 days 

Notes/Caveats: 

1. Prior to approval of new connections onto pressure sewers in HISCO service area other then from Harkers Point/Harkers Village Subdivisions, approved upgrades 

to Cape Point lift station and to WWTP must be completed. 
2. Applications from HISCO to CCHD are required prior to any new hook-ups to the system within existing service areas connected to the Harkers Village wastewater 

system. State approval is required for any new multi-family or commercial development. 

3. Plans and specifications are required to be received when the average flow of the top three days In any month exceeds 80 percent of the constructed capacity 

(32,000 GPO). This shall include plans needed to construction 4th LPP drainfield; and plans to either expand Harkers Village WWTP from 40K to 60K, or for a 

replacement plant, whichever HISCO deems preferable. Installation of approved upgrades is required prior to peak daily flow exceeding constructed capacity (40K), 

or the average flow of the top three days in any month exceeds 90 percent of constructed capacity (3611. 
4. When the average flow of the top three days In any month exceeds 48,000 GPD, plans and specifications must be received as needed to either expand the 

permitted capacity of the Harkers Village Wastewater System (plant and drainfleld), or to bring the West Bay Wastewater System on-line and as needed to operate 

and regulate both systems simultaneously. This will also require application to be made and approval given by both the CCHD/DHHS and DECI. 

S. No Construction Authorizations will be issued that will result in the total allocated flow exceeding the Approved Total Capacity of the Harkers Village and West 

Bay systems (80,160 GPD) until expansion system plans and specifications are provided and approved. 
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